
Series CN

Clean break
couplings



Clean break couplings series CN

Description:

Features:

Technical values:

The squirt free clean break couplings of the CN series are mainly used in loading stations of trucks
or trains for chemical liquids. Other uses are possible as well for example liquid food processing
etc.
A big advantage is the ability to connect and disconnect long hose lines which are under pressure
(up to 5 bar) without squirting medium.
In case of limited space the type CN-025 can also be offered without the handwheel. This type
produces only very small connection forces. A hook spanner can be used as well.

Small outer dimensions
Very good flow rates

• Clean break coupling with bayonet cam action
• Squirt free operation
• Connects under residual pressures
•
•

• Materials: stainless steel 1.4571, other materials on request
• Seals: standard elastomers

•

Supplementary equipment:
protection caps and plugs are optionally available.
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self-sealing adaptor

self-sealing coupling

self-sealing coupling + self-sealing adaptor
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Part number

type

CN-025

CN-050

CN-080

CN-100

working pressure max. stat. bar[ ]

Cv-value

volume loss*
ml
per

disconncection

[ ]
connectable

under
max. pressure
difference of

weight [kg]
coupling adaptor

connected
coupling/adaptor

connected
coupling adaptor

1-CN-025-0-WS533-....*

1-CN-050-0-WS560-....*

1-CN-080-0-WS588-....*

1-CN-100-0-WS613-....*

1-CN-025-2-WS533-....GG*

1-CN-050-2-WS560-....GG*

1-CN-080-2-WS588-....RG*

1-CN-100-2-WS613-....RG*

* Code for seal qualities on request
GG = guss grips ring grips; RG =

1-CN-025-2-WS533-....*
(without GG)
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WALTHER clean break couplings series CN;
Nominal bores: 25, 50, 80 and 100 mm (shown with protection plugs)

Clean break couplings series CN

0,88 GG
1,47 GG

without
with

*When using water at room temperature and an overpressure of 1 bar.



Performance diagram for CN-025, und
both sides sealing

CN-050, CN-080 CN-100

WALTHER- clean-break couplings series BF (nom. bore: 5, 9, 12, 25 und 50 mm)

More clean break couplings of WALTHER-PRÄZISION
in chemical applications:

flow quantity Q in m³/h at 20°C
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Head office: Postal address:

Telefon: +49 (0) 21 29 567-0
Telefax: +49 (0) 21 29 567-450

eMail: info@walther-praezision.de
Internet: www.walther-praezision.de

Westfalenstraße 2
42781 Haan, Germany

Postfach 420444
42404 Haan, Germany

WALTHER-PRÄZISION
Carl Kurt Walther GmbH & Co. KG

Clean break couplings series CN
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