
D

Helix-Prinzip

ProAdjust

ProTec Massiver Körper ohne Sicherungsring

Gehärtetes Führungslager

Integrierter Festanschlag

Temperaturbereich

ProAdjust

ProTecSolid body without retaining ring

Titanium aluminium nitride 

Special seals + oils

GB

Helix Principle

ProAdjust

ProTec 

Integrated End Stop

Temperature 
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Mega-Line 3,0

Stoßdämpfer · Shock Absorbers



Hub - Stroke Effektive Masse - Effective mass - 

mm

4000 1200000 280 - 89000 - - -

4000 1200000

4000 1200000 2800 - 22000 -

100 9000 1800000 - - -

100 9000 1800000 28800 - 88000

100 9000 1800000 890 - 8000 -

14000 2100000 - - -

14000 2100000 3710 - 11700 7000 - 21200

14000 2100000 1380 - 12400 9700 - 77700 -

200 19000 - - -

200 19000

200 19000 -

24000 2880000 - - -

24000 2880000

24000 2880000 2370 - 21300 -

A ø E ø E1 F1 F2

mm mm mm mm mm mm

319 80

319 80

319 80

419 80

419 80

419 80

80

80

80

80

80

80

80

80

80

ØE

ØE1

GW

B

20 20

A

HB

F2

F1

ØE1AS*

A*

 Hub • Stroke • 

Gewinde

Thread

*A: PU AS: 
“A / AS” zur Artikelbezeichnung hinzufügen / Add “A / AS” after the part no. / 

D
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C D ø F T

mm mm mm mm

140 111 17 20

D

C

GW

ØF
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QUADRATFLANSCH • SQUARE FLANGE

        TECHNISCHE DATEN
Gewicht 3,0 x 2 

3,0 x 4 

3,0 x 6 

3,0 x 8 

3,0 x 10 

Aufprallgeschwindigkeit WE-M 

WS-M 

WP-M 

Rückholfederkraft 3,0 x 2 

3,0 x 4 

3,0 x 6 

3,0 x 8 

3,0 x 10 

Temperaturbereich

Gehäuse

Kolbenstange Gehärteter rostfreier Stahl

RoHS konform

        SPECIFICATIONS
Weight 3,0 x 2 

3,0 x 4 

3,0 x 6 

3,0 x 8 

3,0 x 10 

Impact Speed WE-M 

WS-M 

WP-M 

Return spring force 3,0 x 2 

3,0 x 4 

3,0 x 6 

3,0 x 8 

3,0 x 10 

Temperature

Housing

Piston rod Hardened stainless steel

RoHS compliant

3,0 x 2 

3,0 x 4 

3,0 x 6 

3,0 x 8 

3,0 x 10 

WE-M 

WS-M 

WP-M 

3,0 x 2 

3,0 x 4 

3,0 x 6 

3,0 x 8 

3,0 x 10 

RoHS 

Mega-Line 3,0

GBD

        



A C D E F G H

mm mm mm mm mm mm mm mm mm

3,0 x 2 319 10 20 M12 134 20

3,0 x 4 419 10 20 M12 134 20

10 20 M12 134 20

3,0 x 8 10 20 M12 134 20

3,0 x 10 10 20 M12 134 20

99 10

ØA

GW B

GW

J

G

ØI ØH

E

H

F

GW
G

J

D

C B max

A

A max ø C D ø E ø F D1 ø E1

mm mm mm mm mm mm mm mm mm

3,0 x 2 411 44 70 70 98 38

3,0 x 4 44 70 70 98 38

44 70 70 98 38

3,0 x 8 44 70 70 98 38

3,0 x 10 44 70 70 98 38

ØE1

ØF B

A max

B1

ØE

Endstop 1 mm vor Hubende notwendig

FUSSBEFESTIGUNG • FOOT MOUNTING • 

KONTERMUTTER • LOCK NUT • ANSCHLAGMUTTER • STOP LIMIT NUT • 

SCHWENKBEFESTIGUNG • CLEVIS MOUNTING • 

D1 ØC ØC D
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3,0x2 - 3,0x4 100 83

3,0x2A - 3,0x4A 110 100 83 88

100 83 113

100 83 138

Zubehör  Accessories  Mega-Line 3,0


