

















LAl iglidur® clip bearings | Product range iglidur® clip bearings | Product range A
Split bearings (clips2) - easy assembly Split bearings with anti-rotation feature
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Dimensions [mm] Dimensions [mm]
d1 d1 tolerance?” d29 d3 b1 b2 Part No. d1 d1 tolerance® d29 d3 b1 b2 k Part No.
£0.40 -0.40 -0.13 +0.40 -0.40 -0.13
4 +0.025 +0.075 5.2 7.0 4.0 0.6 MYM-04-04 4 +0.025 +0.075 5.20 7.00 4.00 0.60 1.0 MYM-04-04-K
5 +0.025 +0.075 6.2 8.0 5.0 0.6 MYM-05-05 5 +0.025 +0.075 6.20 8.00 5.00 0.60 1.0 MYM-05-05-K
6 +0.025 +0.075 7.2 9.5 6.0 0.6 MYM-06-06 6 +0.025 +0.075 7.20 9.50 6.00 0.60 1.5 MYM-06-06-K
8 +0.025 +0.075 9.6 12.0 8.0 0.8 MYM-08-08 10 +0.025 +0.075 11.60 15.00 10.00 0.80 2.0 MYM-10-10-K
10 +0.025 +0.075 11.6 15.0 10.0 0.8 MYM-10-10 14 +0.025 +0.075 15.60 21.00 14.00 0.80 3.0 MYM-14-14-K
12 +0.025 +0.075 13.6 18.0 12.0 0.8 MYM-12-12 8 d1 value is measured with a plug gauge after fitting into a reference housing d2 (+0.005)
14 +0.025 +0.075 15.6 21.0 14.0 0.8 MYM-14-14 9 Recommended housing hole tolerance: H9
16 +0.025 +0.075 17.6 24.0 16.0 0.8 MYM-16-16
20 +0.025 +0.075 21.6 30.0 16.0 0.8 MYM-20-16
20 +0.025 +0.075 21.6 30.0 20.0 0.8 MYM-20-20
25 +0.025 +0.075 27.4 37.5 25.0 1.2 MYM-25-25

7 d1 value is measured with a plug gauge after fitting into a reference housing d2 (+0.005)
9 Recommended housing hole tolerance: H9
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3D CAD files, prices and delivery times online » www.igus.eu/clips2 657

656 Online tools and more information P www.igus.eu/clips2 @HS
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iglidur® Clip On - Join and snap into place

The solution for all applications in stamped 0 Material:

sheet metal retainers iglidur® M250 P Page 111
iglidur® Clip On are frequently used in seat and convertible iglidur® RN89 » Page 1192
top systems and multi-joint hinges. iglidur® Clip On bearings

facilitate captive assembly even in punched sheet metal/

steering arms with limited fine blanking content.

@® Compensation of axial clearance

@ Pre-assembly possible

@ Electrically conductive materials are available
@ Pressure-resistant materials up to 80MPa

The Clip On bearings can also be produced from electrically
conductive iglidur® RN89, thus permitting e-coating.

c) Fitting:
The disc is clipped onto the flange bushing with undercuts.

Please contact us if you need this special solution for your application. We will help you with your design, drawing
on the experience that we have with a large number of custom bearing solutions.

ﬁ\\ HENNLICH s.r.0. - LIN-TECH Telefon: +421 (0)2 5020 2520

e Ratianska 188, 831 53 Bratislava 34 E-mail: lintech@hennlich.sk

www.hennlich.sk/lin-tech
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660 Online tools and more information » www.igus.sk/clipon @H&






