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Table of Supported Options by Models

Contamination Protection
Endseal | Double seal - resis-
Type End | Side | Inner g‘lj:z:'al Df;:i ZZ:'ls Siosl | +Stosal | | og | Side | Endseal {oubseas L°r;nr::'s
Model No. seal | seal | seal (+ nner sea) | (+ lnner sel) Scraper |+ Protector| + Protector
(+ Inner seal) | (+ Inner seal)  + Metal scraper |+ Metal scraper end seal
Symbol uu — — SS DD 2z KK HH YY JJ TT LL
SHS 15 to 65 O O O O* O O O O — — — —
SSR 15 to 35 O~ O — O O O O O = = = =
SVR/SVS| 25t065 O O O O O O O O ©) O O —
12,14 o o — o — — — o — — — —
3| sHW 17 O O — O O O O O — — — —
3 2y O O O O O O O O — | = = | =
()]
& 5 -1 -[T-T-T-T=-T-T=-T-T-71T=
SRS 7 O O — O — — — — — — — —
9to 25 O* O _ O _ _ _ O _ _ — —
SCR 15 to 65 O O O O O O O O — = = =
ERHE 71015 — — — — — — — — — — — —
8,10,12 O = = = = = = = = = = =
15,20,25 O O — O O o* 1 O O — — — O
HSR 30,35 O O 7 O O O O O — = = O
45,55,65 O O —7 1 O* O O O O — — — O
85 O O 7 O* O O O O — — — —
100,120,150 O O — Oo* — — — — — — — —
= 15 to 25 olo | —-—]]o|lo|oelo| —|-—|-—1]-=-1]0
2| sR 30to 70 O O — O O O O — — — — —
T 85 to 150 O O _ @) _ _ _ _ _ _ _ _
NR-XINRS-X| 25 to 65 O O O O O O O O O O O —
75,85 O O O O @) O O O — — — —
NR/NRS
100 O O O O o O*| O O*| — — — —
12,14 o] © — O — — | = = = =] =1 =
HRW 17,21 O* — — — O O*10 O*1 — — — — —
27 to 60 O* O _ O O O @) _ — — — —
*1 Model SHS : Dedicated GC cap --- not applicable to model 15, Stainless steel LM Guide --- applicable only to models 15 through 25
*2 Model SSR : Dedicated GC cap --- applicable to all models except model SSR15,

Stainless steel LM Guide --- applicable to XV, XW

*3 Models SVR and SVS : GG, PP --- applicable to models 25 and 30

*4 Model SHW : GG, PP --- applicable to models SHW21 and 27, Dedicated GC cap --- applicable to models SHW35, 50,
Dedicated CV cap --- applicable to models SHW35, 50

*5 Model SRS : Dedicated cap C --- applicable to models SRS9W, 12, 15, 20, 25,
Dedicated cap CV --- applicable to models SRS20, 25

*6 Model SCR : Dedicated cap GC --- applicable to all models except model SCR15,
Dedicated cap CV --- applicable to all models except model SCR15

*7 Model HSR 1 ZZ, KK --- grease nipple cannot be attached to model 15,

GG --- applicable to model 25,

Steel tape SP --- applicable to models 15 to 100,

Dedicated C cap --- applicable to models 12 to 100,

Dedicated GC cap --- applicable to models 20 to 100,

Dedicated LM cover --- applicable to models 25 to 55,

Inner seal --- applicable to models 30 to 85,

Dedicated CV cap --- applicable to all models except model 15,

Side nipple --- applicable to all models except 65 R/LR, A/LA, B/LB, YR, CA, HA, CB, HB
*8 Model SR 1 ZZ, KK --- grease nipple cannot be attached to models SR15, 20,

Dedicated cap C --- applicable to models SR15 to 85, Dedicated cap GC --- applicable to models SR20 to 85,

Stainless steel LM Guides --- applicable to models SR15 to 35,

Dedicated cap CV --- applicable to all models except models SR15, 20, 100, 120, 150

*9 Model NR/NRS : DD, KK --- NR/NRS100 cannot be equipped with a standard grease nipple. Please contact THK if a grease nipple is required.

ZZ, HH --- Side nipple required for NR/NRS100.
Plate cover SV --- Compatible with NR/NRS75. Dedicated GC caps --- Compatible with all models except NR/NRS75.
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Options
Table of Supported Options by Models

Symbols in the table O: Applicable A: Applicable depending on model (see note)
% : Recommended by THK (standard stock item)

Lubrication Corrosion Prevention
) ) High .
Low resistance LiCS ) ) ) . ) ) Tapped- QZ |End plate | AP-HC, | Stainless
endseal Lics | +siesea Ch:emlcal Plate | Steel tape | Dedicated | Dedicated | Dedicated | Dedicated | Dedicated hole LM | Lubri- | with side | AP-C. | Steel
; Resistance | Cover SV [ SP capCV | capC [ capGC | bellows |LM Cover| . ) }
+side seal (+ Inner seal) Fluorie Seal Rail Type | cator | nipple | AP-CF | LM Guide
RR | GG | PP | FS z z — | = = | = | k| ez | — F M
— ool =] =]lololol|lao] —=]o] o] o] ol an
= O O = = O O O A*2 O = O O O O VAN
— | a2l 2] — | -]l O]JOo|lo|lOo|loOo| -] —-=]0o]o] o]l -
- -1 -=-1-=-1-1-/1-=-lo|l--=-1-1-]o|l-=1]0o]o0
- !l-1!1-1/1-]/-]1-]1-=-1lol-lo]l-=-=]-]10]—-1]10]o0
_ A4 A*4 _ _ . A*4 O A*4 O _ _ O _ O _
— — — — — _ — — _ — — — — — — @)
S | i e e e R s e (e e e e = e
— | = =1 =] =] =12 2| - | = | = =10 =] =] 0O
— — — — — — A*E O A6 — — O O O O —
— — — — — — — VaNdf — — — — — — O @)
0 AR _ — O A¥ O A¥ O A¥ O O O O O
ol -|l-|l-=-=|-=-lolo|lo]l]o]lo|lo|lo|l|o|o] o] o
O — — — — O O O O O AFT O O AFT O —
— — — — — O — O O O — — O — O —
_ - - - _ A*7 - A*7 A*7 - - - _ - O _
ol -l -=-]-=-=|-=-=lo]a* o] a*l o | -0 | -] -=]0] 0O
— — — — — O O O O @) — O — — O VAN
_ _ _ _ _ _ A*8 A*8 A*8 . . . . . O .
- |-l ==l -=-=]lololololol|=|-=]o]o] o]l -
— | - - =2 o | -]lo]|alo|-| -] -]0] o] -
- | -] -1l =-]lo] -lololJo|]| -] -=-]o]o]| o] -
— T =T =T =T=T=T=1T == =17 =1T=1T=T=17T=17Ta &
— — — — — — — O — O — — — — O O
_ _ _ _ _ _ A*10 O A *10 A*10 _ _ _ _ O A*10

*10 Model HRW:

ZZ --- side seals cannot be attached to models 17 and 21 only.
Dedicated C cap --- applicable to models 14 to 60,
Dedicated GC cap --- applicable to models 35, 50, 60,
Dedicated bellows --- applicable to models 17 to 50,
Stainless steel LM Guide --- applicable to models 12 to 35,
Dedicated CV cap --- applicable to models 35, 50, 60 only

Note) Those models equipped with QZ Lubricator cannot have a grease nipple.
When desiring a grease nipple for a model attached with QZ, contact THK.

DD, KK --- grease nipple cannot be attached to model 17 only. Side seals cannot be attached to models 17 and 21 only.

THEIK 1N1-487
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Contamination Protection

Endseal | Double seal - resis-
Type End | Side | Inner | T (PRI e | tSeu | o | Side | Endseal [Doueseas|
Model No. seal seal seal (+Inner seal) | (+ Inner seal) Scraper |+ Protector| + Protector
(+ Inner seal) | (+ Inner seal)  + Metal scraper | + Metal scraper| end seal
Symbol uu — — SS DD 7z KK HH YY JJ TT LL
5,5W,7,7W O — —_ — — — — — — — — _
RSX 9,9W,12,
o) — — — — — — — — — — —
12W,15,15W
23 - — — — — — — — — — — _
RSR
3W,14 O = = — — — — — — — — —
918 to 2555 O - —_ — — — — — — — — _
HR
3065 to 60125 O = = — — — — — = — — —
GSR 15 to 35 Oo* O — O O O O — — — — _
GSR-R 25t0 35 O O = O O O O — — — — _
csR 15 to 25 O @) _ O O O*16 O*16 _ _ _ _ 0O
30 to 45 O O O O O O O — — — — O
E MX 57 O — — — — — — — — — — _
= JR 25 to 55 @) O — @) O O @) — — — _ _
12 O — — — — — — — — — — —
HCR
15 to 65 O O — O @) ol O — — — — O
HMG 15 to 65 O* — — — — — — — — — — —
NSR 20to0 70 O O — O — — — — — — — —
HSR-M1 15 to 35 O O — O — — — — — — — —
SR-M1 15to 35 O O — O — — — — — — _ _
9,9W,12,
RSX-M1 O — —_ — — — — — — — — _
12W,15,15W
9,12W,15W O — — — — — — — — — — —
RSR-M1
9W,12,15,20 O — — — — — - — — — — _
HSR-M2 15 to 25 O O — O — — — — — — — —
16X O O O O ol =1 =1=71=1=1=1 =
s 20X,25X,30X O O O O O O O O — A*20[  A*20(
Z 35455565 | O O O O O O O O O O O —
o
3 85,100 O O O O o*| O O O — — — —
§ SRN 35 to 65 O O O O O O O O — — — —
SRW 70 to 100 O O O O O O O O = = = =
130,150 O O O O O O O — — — — _

*11 Model RSX
*12 Model RSR
*13 Model HR

*14 Model GSR

*16 Model CSR

: Dedicated C cap --- applicable to models 9W, 12, and 15 only
: Dedicated cap C --- applicable to model RSR14W
: Dedicated cap C --- applicable to models HR1123 to 50105,

Dedicated cap GC --- applicable to models HR2042 to 50105,
Dedicated cap CV --- applicable to models HR2042 to 50105

: Dedicated cap GC --- applicable to all models except model GSR15,

Dedicated cap CV --- applicable to all models except model GSR15
*15 Model GSR-R : AP-HC treatment of rack rail is not applicable

1 ZZ, KK --- grease nipple cannot be attached to model CSR15,

Dedicated cap GC --- applicable to all models except model CSR15,
Dedicated cap CV --- applicable to all models except model CSR15
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Options
Table of Supported Options by Models

Symbols in the table O: Applicable A: Applicable depending on model (see note)
% : Recommended by THK (standard stock item)

Lubrication [ Corrosion Prevention
Lot eistnce . I.'ics Ch:g?cal Plate | Steel tape | Dedicated | Dedicated | Dedicated | Dedicated | Dedicated JREs QZ. Er.]d pl.ate Glmale fEe Eh
end seal LiCS | +Side seal ) hole LM | Lubri- [ with side [ AP-C, Steel
+side seal (+ Inner seal) Res!slanoe Cover ok Al | et | eEe | ot | M Rail Type | cator | nipple | AP-CF | LM Guide
Fluorine Seal
RR | GG PP FS z z — — — — Ca{&“fgfﬁdgm K Qz — F M
_ _ _ _ _ _ _ O*ﬂ — - — — - — - —
-l -l =-1=-]1=-1=-1=-1=/=/=-1=]1-=-]1=1]1=1]109o] o0
_ . _ . _ _ _ 12 . _ _ _ _ _ @) @)
_ _ _ _ _ _ A3 AX3 ARl _ _ _ _ O @)
_ _ _ _ _ _ AF13 R AR _ _ _ _ 0O _
_ _ _ _ _ _ ~x4el O Axta | _ _ _ _ O _
— =17 =1T=1T=1=1=Tolo |l =1=1=1=1-=1 29 =
0O _ _ _ _ _ e N _ 0 _ _ 0O _
ol =T =1=1=1T=]ololol=1=1Tol=1]=1ol-=
-l -1-=-1-=-/=-1-=-1-1=-1-=-1=1=1lo]l=1-=1o]lo0
— — — — — — — — — — — — — — 0O —
— — — — — — — — — — — — — — O —
O _ _ _ _ _ A*18 _ _ _ _ _ _ _ O _
_ - _ - _ _ ~xel O ARl _ _ _ _ O _
— [T =T =T=T=7T=T9ofJTe ool =T=T=171-=-17T1aT] =
_ _ _ _ _ — _ 0*22 — - — — - — O
_ _ _ _ _ _ _ O*2| _— _ _ _ _ _ O
_ _ _ _ _ _ _ O*ZZ — - — — - — O
— — — — — — — — — — — — — — O
— =1 =1=T=1=1=1Tol=1=1=1=171=1=1o0o
—lolo |l =] == =]lol|l=]lol|l=1]-=1]o] o] o# —
— [ oJol| =12 ]Jolo|lolo|=]=1]o]olo# —
— — — O ol — O O O O — — O O o —
— — — — o — — O O O — — O O O**| —
— — — — o O O O — — — O O O —
— — — — O — O O O O — — O O O —
— — — — O — AFHL O O O — — O O O —
*17 Model HCR : ZZ, KK --- grease nipple cannot be attached to model HCR15.
*18 Model HCR : When using joined LM rails, the contamination prevention seal must be a low-resistance seal (contamination protection code: LL).

Dedicated cap CV --- applicable to all models except model HCR15
*19 Model HMG : Dedicated cap GC — applicable to model HMG25,
Dedicated cap CV --- applicable to all models except model HMG15
*20 Model SRG : DD --- side nipple required for model 100.
JJ, TT --- suitable for models 30X to 65
Plate cover (see E31-435) --- suitable for models 25X to 65
*21 Model HMG : Straight-curved seal (code: UU) required.
*22 Model HSR/SR/RSR-M1 (for High Temperatures) : Dedicated cap C — only work at room temperature

*23 Model SRN : Plate cover SV — suitable for models 35 to 65
Plate cover (Il11-449) — suitable for models 35 to 65
*24 : AP-HC surface treatment is not available,

Dedicated cap CV --- applicable to model 130 only

Note) Those models equipped with QZ Lubricator cannot have a grease nipple.
When desiring a grease nipple for a model attached with QZ, contact THK.

TEIK N1-489
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514E

Seal and Metal scraper

@For the supported models, see the table of options by model number on N1-486.
@For the LM block dimension (dimension L) with seal attached, see IN1-499 to IN1-506.
@For the maximum seal resistance, see 31-512 to A1-514.

Iltem name Schematic diagram / mounting location Purpose/location of use

End seal

Used in locations exposed to
dust

End Seal

Used in locations where dust
may enter the LM block from the
side or bottom surface, such as
vertical, horizontal and inverted
mounts

Side Seal

Used in locations severely ex-

Inner Seal posed to dust or cutting chips

Used in locations exposed to
much dust or many cutting
chips

Double Seals

Used in locations where welding
spatter may adhere to the LM
rail

Metal Scraper
(Non-contact)

\

Hexagon socket
button bolt

N1-490 I



Options

Seal and Metal scraper

Symbol Contamination Protection Accessories
uu With end seal
SS With end seal + side seal + inner seal*
DD With double seals + side seal + inner seal*
2z With end seal + side seal + inner seal* + metal scraper
KK With double seals + side seal + inner seal* + metal scraper

* Some models are not equipped with inner seals.(See 11-486)

THEIK BH81-491
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Laminated Contact Scraper LaCS

@For the supported models, see the table of options by model number on 11-486.

@For the LM block dimension (dimension L) with LaCS attached, see 11-499 to N1-506.
@For the resistance of LaCS, see A1-515.

@For notes regarding how to handle the LaCS, refer to 11-560.

For locations with adverse environment, Laminated Contact Scraper LaCS is available.
LaCS removes minute foreign material adhering to the LM rail in multiple stages and prevents it
from entering the LM block with laminated contact structure (3-layer scraper).

LM block

Ball cage

Mounting bolt
Metal scraper

Contact scraper

/ Liquid

Large amount
i:%&apf foreign material

Appearance Drawing Structural Drawing

[Features]
e Since the 3 layers of scrapers fully contact the LM rail, LaCS is highly capable of removing minute

foreign material.
e Since it uses oil-impregnated, foam synthetic rubber with a self-lubricating function, low friction
resistance is achieved.

Symbol Contamination Protection Accessories

SSHH With end seal + side seal + inner seal” + LaCS

DDHH With double seals + side seal + inner seal *' + LaCS

ZZHH With end seal + side seal + inner seal *' + metal scraper + LaCS

KKHH With double seals + side seal + inner seal *' + metal scraper + LaCS

JJHH*? With end seal + side seal + inner seal*' + LaCS + protector (serving also as metal scraper)
TTHH*? With double seals + side seal + inner seal*' + LaCS + protector (serving also as metal scraper)

*1 Some models are not equipped with inner seals.(See 11-486)

*2 JJHH and TTHH are only available for models SVR/SVS, NR-X/NRS-X and SRG.

Note) HH type (with LaCS) for models SVR/SVS, NR-X/NRS-X, and SRG comes with a protector (see [11-495).
Contact THK if you want to use the Protector with other options.

N1-492 HIK



Options

Laminated Contact Scraper LaCS

® Test under an Environment with a Water-soluble Coolant

[Test conditions] Test environment: water-soluble coolant

ltem Description

Tested | NO-1 | SHS45R1SS+3000L (end seal only)

model | No.2 | SHS45R1SSHH+3000L (end seal and LaCS)

Maximum speed | 200m/min

Environmental Coolant sprayed: 5 time per day

conditions

[Test result]

No.1 End seal lip fractured
without at 1,700 km

LaCS

No.2
with
LaCS Not fraclztured a} 5,000 klm

0 1000 2000 3000 4000 5000

Distance traveled (km)

Magnified view of the end seal lip

No. 1: without LaCS - lip fractured at 1,700 km

(suondo) apino W .

Lip has not been fractured

® Test under an Environment with Minute Foreign Matter

[Test conditions] Test environment: minute foreign material

ltem Description

No.1 Caged Ball LM Guide
Tested " |#45R (DD+600L) double seals only

model No.2 | Caged Ball LM Guide
"~ |#45R (HH+600L) LaCS only

Max speed/
acceleration

External load |9.6kN
Foreign Type: FCD450#115 (particle diameter: 125 um or less)

60m/min, 1G

material
conditions | Sprayed amount: 1g/1hour (total sprayed amount; 120 g)

[Test result] Amount of foreign material entering the raceway

Amount of foreign
Seal configuration material entering the
raceway g

Double-seal Tested model 1 0.3
configuration
(2 end seals superposed SR 03
with each other) Tested model 3 0.3

Tested model 1 0
LaCS Tested model 2 0

Tested model 3 0

No. 1 Traveled 100 km (double-seal configuration)

o6 e e oo ofe o o

oy

Large amount of foreign matter has entered the réceway

e edasgelesitelon A
bty e 4

No. 2 Traveled 100 km (LaCS only)

LT TTTT T I8,

! e
|l-.—'.'

o p—rn

Ml
No foreign matter entering the raceway observed
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Side Scraper

@Applicable models: models SVR/SVS, NR-X/NRS-X and SRG

@For the resistance of side scraper, see B1-516.

@For the LM block dimension (dimension L) with side scraper attached, see I1-499.
@For notes regarding how to handle the side scraper, see 11-560.

®
. )
° Route of entrance by foreign material nggﬁgl
from the side face of the LM block N
Foreign material :
\a N
P s \
Foreign material \
N
Inverted mount Wall mount
Side face of the LM block
G J

Laminated Contact Scraper LaCS

Protector

Ouitline view
(Ex: in case of QZTTHHYY type)

[Features]

e Minimizes foreign material entering from the side of the LM Guide in a harsh environment.
e Demonstrates a dust protection effect in inverted or wall mount.

The shoulder height of the mounting surface and the corner radius
of model SVR/SVS or NR-X/NRS-X after side scraper is mounted

W Unit: mm
“ Corner | Shoulder Side scraper
Ha Mﬁgel radius |heightofthe| Hs thickness
Hs| H, ' r(max) LM rail H; Ha
; 25 0.5 2 2.9
30 1 3.5 4.4
35 1 5.5 6.4
45 1 8 9 2.6
r 55 1.5 10.5 1.4
Side view of the LM block after the side scraper is mounted 65 1.5 11 12.3

Note) Note that the side scraper is not sold alone.

The shoulder height of the mounting surface and the corner

radius after the side scraper of model SRG is mounted

Unit: mm
= -~ —
orner houlder ide scraper
SVR45 LR 1 QZ JJHH YY C1 +1200L Mﬁgel radius |heightofthe| Hs | thickness
With side scraper* . r(max) Cilellly i
35 1 3 4 2
45 1 3.5 5.5 2.5
55 1.5 5.5 7.5 2.5
65 1.5 6 8.5 3

* The side scraper can accommodate various options of dust control accessories and lubrication accessories. For details,

contact THK.

BN1-494 rHIK



Protector

Options

Protector

@Applicable models: models SVR/SVS, NR-X/NRS-X and SRG
@HH type (with LaCS) for models SVR/SVS, NR-X/NRS-X and SRG is provided with the protector.
@For the LM block dimension (dimension L) with protector attached, see 11-499.

QZ Lubricator

End seal

Laminated Contact
Scraper LaCS

Protector

Side scraper case

Side scraper

Outline view
(Ex: in case of QZTTHHYY type)

[Features]

Coolant Foreign matter
s Protector
%
r —

/ Configuration diagram of the inside the protector\
(Ex: in case of QZJJHH Type)

LaCS
End seal /

End‘ plate
\QZ Lubricator

e The protector minimizes the entrance of foreign material even in harsh environments where for-
eign material such as fine particles and liquids are present.

H3

H4

r

Side view of the LM block after the protector is mounted

The shoulder height of the mounting surface and the corner radius
of model SVR/SVS or NR-X/NRS-X after protector is mounted

Unit: mm
Corner Shoulder height
Model No. radius of the LM rail Hs

r(max) H:

25 0.5 4 5.5

30 1 5 7

35 1 6 9

45 1 8 11.6

55 1.5 10 14

65 1.5 10 15

The shoulder height of the mounting surface and the corner
radius after the protector of model SRG is mounted

Unit: mm
.| Shoulder height
Model No. |Comner radius| = cioo | M rail Ha
r(max) H.
30X 1 4 5
35 1 5 6
45 1.5 6 8
55 1.5 8 10
65 1.5 9 11.5

TEI 1-495
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Ha

Ha| H,

r

Side view of the LM block after the protector and side

scraper are mounted

The shoulder height of the mounting surface and the corner
radius of Model SVR/SVS or NR-X/NRS-X after the
protector and side scraper are mounted

Unit: mm
Corner | Shoulder .
Mﬁgel radius |heightofthe| Hs tsr:?c?(r?ggpl-el '
: r(max) | LM rail H; !
25 0.5 2 2.9
30 1 B85 4.4
35 1 5.5 6.4
45 1 8 9 2.6
55 1.5 10.5 11.4
65 1.5 11 12.3

The shoulder height of the mounting surface and the corner radius
after the protector and side scraper of Model SRG are mounted

Unit: mm
Corner Shoulder .
Model | radius | heightofthe | Hs tsﬁfciﬁggaspﬁr
' r(max) | LM rail H ¢
35 1 3 4 2
45 1 3.5 55 2.5
55 1.5 5 7 3
65 1.5 6 8.5 3

Note1) Those models equipped with QZ Lubricator cannot have a grease nipple. When desiring a grease nipple for a model

attached with QZ, contact THK.

Note2) Contact THK if you want to use the protector with other options.
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Options
Light-Resistance Contact Seal LiCS

Light-Resistance Contact Seal LiCS

@For the supported models, see the table of options by model number on 11-486.
@For the LM block dimension (dimension L) with LiCS attached, see I1-509.
@For the resistance of LiCS, see 31-516.

@For notes regarding how to handle the LiCS, see 11-561.

LiCS is a light sliding resistance contact seal. It is effective in removing dust on the raceway and re-
taining a lubricant such as grease. It achieves extremely low drag and smooth, stable motion.

Fig.1 Structural Drawing of SSR + LiCS

[Features]
Light-Resistance Contact Seal LiCS is a seal that uses a light-resistance material in its sealing ele-

ment and contacts the LM rail raceway to achieve low drag resistance. It is optimal for applications

where low drag resistance is required, such as semiconductor-related devices, inspection devices

and OA equipment all of which are used in favorable environments.

» Since the sealing element contacts the LM rail raceway, it is effective in removing dust on the
raceway.

» Use of oil-impregnated, expanded synthetic rubber, which has excellent self-lubricating property,
achieves low drag resistance.

SSR20 XW 2 GG C1 +600L P -_[|[_

1
LM Guide  Type of With LiCS seal LM rail length Symbol for No. of rails used
model LM block on both ends (in mm) on the same plane
number .
Radial clearance symbol Accuracy symbol
No. of LM blocks . Normal (No symbo)ll) Normal grade (No Symbol) / High accuracy grade (H)
used on the same rail Light preload (C1) Precision grade (P) / Super precision grade (SP)
Medium preload (CO) Ultra precision grade (UP)
Symbol Contamination Protection Accessories
GG LiCS
B With LiCS + side seal + inner seal*

* Some models are not equipped with inner seals.(See 11-486)
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High Chemical Resistance Fluorine Seal FS

@Applicable models: models SRG35, SRG45, SRG55 and SRG65

@For the LM block dimension (L dimension) with a fluorine seal attached, see 1-511.
@For the resistance value of the fluorine seal, see 31-516.

@For precautions on using the fluorine seal, see 11-561.

The fluorine seal is made of fluororubber and has excellent chemical resistance.
The fluorine seal can be inserted from the upper surface of the LM rail and is easy to install.

Case Case Plug

Components/Structure
Symbol Contamination Protection Accessories LM block
F2 Fluorine seals + side seals + inner seals ) LM rail
; : , Fluorine seal
FZ2 |Fluorine seals + side seals + inner seals + metal scrapers

FJ2 |Fluorine seals + side seals + inner seals + protectors /
F4 Fluorine seals (double) + side seals + inner seals

FZ4  |Fluorine seals (double) + side seals + inner seals + metal scrapers Symbol: F1 Symbol: F2

FJ4 |Fluorine seals (double) + side seals + inner seals + protectors One seal Two seals

QZF2 |Fluorine seals + side seals + inner seals + QZ

QZFZ2 |Fluorine seals + side seals + inner seals + metal scrapers + QZ
QZFJ2 |Fluorine seals + side seals + inner seals + QZ + protectors

QZF4 |Fluorine seals (double) + side seals + inner seals + QZ Symbol: F3 Symbol: F4
QZFZ4 |Fluorine seals (double) + side seals + inner seals + metal scrapers + QZ Three seals Four seals
QZFJ4 |Fluorine seals (double) + side seals + inner seals + QZ + protectors Standard assemblies

Model number coding

<When purchasing in a set with an LM Guide>

(Example) SRG45LR2QZ F2 CO + 1200LZ-II
“T———— Fluorine seal symbol (see the standard assemblies diagram)

*Contact THK if you require seals on individual blocks in configurations that differ from those in the standard assemblies
diagram.

<When purchasing fluorine seals individually>

(Example) SRG45-F1-Z
Fluorine seal symbol (F1 only for individual purchase)

*Individual purchases come in a set with the fluorine seal, a case, and a plug.

Note1) If this product will be used in special environments, such as in a vacuum or at very low or high temperatures, contact THK.
Note2) This seal cannot be used in combination with an end seal or a Laminated Contact Scraper (LaCS).
Note3) Even with specifications for fluorine seals, use a bellows or cover to prevent machining chips and coolant from entering the product.
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